ECOTURBINE SYNTH

FULLY SYNTHETIC BIODEGRADABLE HYDRAULIC TURBINE OIL

Description

ECOTURBINE SYNTH is ultimate performance hydraulic turbine oil based on top-tier saturated synthetic esters and
madern additive technology. ECOTURBINE SYNTH is readily biodegradable & erwironmentally acceptable lubricant
{EALY specifically designed for hydroelettric power generation

Industry Performance Standards

« DINS1515 part | (L-TD), part 2 (L-TG)

«  HEES: 150 15380

« |50 B068 Sternens TLV 9013 04401, British Stardard BS 489 Gereral Electric GEK 32568 A/C
MIL-L-17672 [y CEGB Standard 207001; Brown Baver HTGD 90117 LS, Steel 120; . ncalabal ea
‘Westinghouse Elect orp. Turblre Ol Spec.; Alstom HTGE 90 117 V0001 5 [

« EUEcolabel licence no, CZ2/27/001

Areas of Application
FCOTURBINE SYNTH is used for lubrication of bearings and bearing systermsin water-turbines, ECOTURBINE SYNTH
canalso be used as a governor oil and hydraulic fluid (trash rakes, gates..)

Characteristic features:
+ Ultimate lubricating performance +  High system and energy efficiency over
«  Qutstanding thermal oxidation stahility a wide ternperature rar

= Excellent demulsibitity and seal compatibility « Based onrenewable materials,
Enhanced reliability for uptime CO2 emissions raduction
and equipment protaction = MNor-toxic, readily biodegradable according
« Antiweard anti-corrosion 1o OBCD 3018 and QECD 301D
« Water and airrelease properties + EU Ecolabel Certificate of Environmental Bxcellence

Typical Characteristics
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